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Characteristics given in these TDS are for information only and help to make a choice. End users should validate the use of products 
according their own tests and �ndings. In any case these values or information shall be taken to engage responsibility of LEADGO companies.
Model specifications, product information is subject to change without any further notice.

“J” Leak Proof

Product description 

AVAILABILITY& PACKAGING

PHYSICAL PREPERTIES

Thermocouple pre-made, ready to use with no vacuum leaks. Specially designed and made for aerospace 
composite parts manufacturing it can also be used in other industries when high quality and traceability are 
required. 
Thermocouple equiped with its connection is certi�ed fully sealed and does not create path leak when going 
through the mould tool or sealant tape of the bagging �lm. The wires are welded under protection for an 
accurate, safe and long lasting reading of cure temperatures.
Anymore costly waste of time in autoclave or oven unloading for thermocouple checks. Nice cost saving in 
labour cost and by reducing component scrap rate. 
Thermocouple extension cable is also available on request please feel free to ask our technical team for further 
information.

Length：HTE/D-24-JJ 17 FT T/C（about 5m）

HTE/D-24-JJ 26 FT T/C （about 8m）

Package: 20 pieces in one box

24 boxes in one carton

Graduation J

Core Conductor Size 24AWG (0.51mm/0.002")

Media And Coating Material PFA：Continuous operating temperature 0-260℃ (32-500 ℉ )

Accuracy +/-1.1@0-260℃ (32-500 ℉ )

Calibration According to BAC standard，calibration spot：32,250,500Deg F。


