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ADD：18#,NO.1365,East Kangqiao Road. Pudong Area. Shanghai China.

TEL：0086-(0)21-68183116/7/8/9     FAX：0086-(0)21-68183100

Characteristics given in these TDS are for information only and help to make a choice. End users should validate the use of products 
according their own tests and �ndings. In any case these values or information shall be taken to engage responsibility of LEADGO companies.
Model specifications, product information is subject to change without any further notice.

Reference Maximum Use Temp Colour

R90HA 180℃（356 ℉） White with red tracer yarn 

R90HA-1 180℃（356 ℉） White with red tracer yarn 

RF230AP 200℃（392 ℉） Brown

R60 205℃（401 ℉） White 

R60S 205℃（401 ℉） Light-green

R85PA66 210℃（410 ℉） White with red tracer yarn 

R92PA66 210℃（410 ℉） Pink

RF260AP 260℃（500 ℉） Brown

RFS1600AP-1/3/5 260℃（500 ℉） Red

RF320PM 320℃（608 ℉） Brown, Co�ee

R60AD 200℃（392 ℉） White

R85PA66AD 180℃（356 ℉） Light Green

R85PA66-1 180℃（356 ℉） White with red tracer yarn

R85PA66-AS 215℃（419 ℉） White with red tracer yarn

R102PA6 180℃（356 ℉） White with red tracer yarn

Peel Ply/Release Fabric


