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Characteristics given in these TDS are for information only and help to make a choice. End users should validate the use of products 
according their own tests and �ndings. In any case these values or information shall be taken to engage responsibility of LEADGO companies.
Model specifications, product information is subject to change without any further notice.

Product description 

Storage

PROPERTIES RECOMMENDED PROCESS

R60S is an excellent porous Nylon peel ply or release fabric coated with a release agent, can provide good peel 

property and can be used with most epoxy and polyester resin.

R60S is packed in roll. Recommend being packed in polyethylene bag and wrapped in clean cardboard sleeve or 
any other materials which have the same function, used and stored in a clean and relative humidity environment 
about 30%-70%RH and 5℃ -25℃ .

R60S has good stripping quality and heat resistance 
and will give a good surface �nish on the molded 
composite part. Strongly recommend being used in 
cure process below 205℃ and where the appearance 
has special demand.

R60S Peel Ply

Characteristic
• Smooth surface, easy to stick

• High tensile strength, peels off easily

• Steady heat resistance

Speci�cations

Colour Light green

Thickness 106μm

Width 1520mm

weight 62g/m2

Maximum Use Temperature 205℃

Coating type Silicone

Physical Properties

Tensile Strengt(MD)/[N/50mm]
ISO 13934-1

≥ 650

Tensile Strengt(TD)/[N/50mm] ≥ 550


