
100

ADD：18#,NO.1365,East Kangqiao Road. Pudong Area. Shanghai China.

TEL：0086-(0)21-68183116/7/8/9     FAX：0086-(0)21-68183100

Characteristics given in these TDS are for information only and help to make a choice. End users should validate the use of products 
according their own tests and �ndings. In any case these values or information shall be taken to engage responsibility of LEADGO companies.
Model specifications, product information is subject to change without any further notice.

Vacuum Pressure Gauge

Product description 

Notes

PHYSICAL PREPERTIES

Vacuum Pressure Gauge's measure range is from 0 to -0.1MPa.
It can be used at a �xed station in the vacuum distribution network, or as a control device with a quick release 
connection to the vacuum intakes of bags or membranes.
It enables the vacuum rate to be measured at any point in the network and therefore allows possible leaks to be 
detected. it is the essential tool for the operator during composite production in a vacuum

Should be regularly tested (at least once every three months)

No shelf life limitation.

No skin irritaion problems experienced.

Measure Range 0 to -0.1MPa/14.5psi

Diameter 60mm&100mm

Fitting M14*1.5/ M20*1.5

Using Temperature -25℃ +60℃

Relative humidity ≤ 85%

Oscillation frequency <25HZ

Amplitude ≤ 1mm


